
 ALCON-7 SS/SM 

   

 

DATA VOICE TRANSMITION  
RANGE FROM 1 TO 20 KMS. 
 
- POINT-TO-POINT OR POINT-TO-MOBILE USE  
- MODULAR DESIGN  
- UP GRADED MODEM SPEED  
- UNIVERSAL INTERFACE ON THE REMOTE/MOBILE FOR  
- FAX / DATA OR OTHER TELECOM EQUIPMENT USE  
- ECONOMICAL AND EASY TO USE  
- EXCELLENT SIGNAL QUALITY FOR LONG RANGE USE  
- RF STABILITY & DURABILITY  
- SCRAMBLER FUNCTION  
- 40 CHANNELS FREQUENCY AUTO SCAM  
- TWO-WAY PAGING & INTERCOM  
 

 



 
 
 
 
 

ALCON-7 SS/SM PRODUCT SPECIFICATION 

General Items Base Unit Mob/Rem Unit 

Transmitter 

Output Power 5 W 5 W 

Frequency 382.100 MHz 256.100 MHz 

Modulation Type FM FM 

Spurious Emission -60db -50db 

Receiver 

Frequency 256.100 MHz 382.100 MHz 

Sensitivity at 12db SINAD -125dbm. -125dbm. 

Audio Distortion < 5% < 5% 

Image/Harmonic -80db -70db 

Adjacent Channel Rejection -70db -70db 

Spurious Response -70db 
AC 110V/60Hz 

-70db 

  

Power Source AC 220V/50Hz 
Output: DC 12V/1.5A 

  

  

 
 

 

    


